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NOTE: PROPOSED BITUMINOUS BINDER MATERIAL

o]

F VARIABLE THICKNESS (0 IN.-6.75 INJ) IS

REQUIRED TO ADJUST THE EXISTING PROFILE GRADE
BETWEEN LEFT STA., 97+44,70 - STA. 103+90.88
AND RIGHT STA. 96+98.16 - STA. 102+96.36.

B

INDER MATERIAL SHOULD BE USED IN LIEU OF

LEVEL BINDER FOR THICKNESS GREATER THAN 27,

%  LEFT TURN LANE VARIES 12' TO 4'

THRU ENTRANCE TAPER
STA., 98+48 TO STA. 899+69.87
EOP VARIES FROM 1 RT TQ 7" LT

*% 10" AND VARIABLE

STA, 98+48 TO STA. 100+09.2!

* % %  BEGIN SOUTHBOUND LEFT EOP TRANSITION
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AND PCC BASE COURSE WIDENING AT
STA. 97+56. VARIES FROM 0’ TO 4'-10".

LEGEND

EXISTING PCC PAVEMENT, 10"

EXISTING STABILIZED SUB-BASE, 4"

EXISTING BITUMINOUS OVERLAYED PAVEMENT, 4 AND VARIES
EXISTING PIPE UNDERDRAINS

EXISTING BITUMINOUS SHOULDERS, 8"

EXISTING BITUMINOUS SHOULDERS, 10"

EXISTING AGGREGATE SHOULDER

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24
EXISTING CONCRETE MEDIAN SURFACE, 4"

EXISTING BITUMINOUS BASE COURSE WIDENING, 9

COMBINATION CURB AND GUTTER, TYPE B-6.24
COMBINATION CURB AND GUTTER, TYPE M-6.24

PTER .
PROPOSED! BT TUMING(S CONCRETE SURFACE COURSE SUPERPAVE, 15"

BITUMINOUS CONCRETE LEVEL BINDER SUPERPAVE, 1.0
BITUMINOUS CONCRETE BINDER COURSE SUPERPAVE, VARIABLE
BITUMINOUS MATERIALS (PRIME COAT)

AGGREGATE (PRIME COAT)

PCC MEDIAN SURFACE, 4"

AGGREGATE SHOULDER

SUB-BASE. GRANULAR MATERIAL, TYPE B - 4~

PCC BASE COURSE WIDENING-12"

TIE BARS

END NORTHBOUND RIGHT EOP
TRANSITION AND PCC BASE COURSE
WIDENING AT STA, 104+99.58.
VARIES FROM 4'-8 TO 0.

END SOUTHBOUND LEFT EOP
TRANSITION AND PCC BASE COURSE
WIDENING AT STA. 104+93.20.
VARIES FROM 4'-2 TO 0O

LEFT TURN LANE VARIES 0’ TO 12/
THRU ENTRANCE TAPER

STA. 107+66 TO STA. 109+3%6

EOP VARIES FROM 11" RT TO ' LT

VARIES 22’ TO 10’
STA. 107+66 TO STA, 109+96
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